
 ISTRUZIONI DI MONTAGGIO 
 SPIKE COMBO 
   
AVVERTENZE: 
∗ IL PRODOTTO VA INSTALLATO DA PERSONALE SPECIALIZZATO 
∗ LA SICUREZZA DELL' APPARECCHIO È GARANTITA SOLO CON L’USO APPROPRIATO DELLE SEGUENTI ISTRUZIONI, 

PERTANTO È NECESSARIO CONSERVARLE. 
∗ TOGLIERE LA TENSIONE PRIMA DI EFFETTUARE QUALSIASI TIPO DI MANUTENZIONE. 
∗ LE DIMENSIONI MASSIME DELLA LAMPADA 8W DEVONO ESSERE Ø70  L 110 MM 
∗ LE DIMENSIONI MASSIME DELLA LAMPADA 11W DEVONO ESSERE Ø70  L 130 MM 
∗ LE DIMENSIONI MASSIME DELLA LAMPADA 20W DEVONO ESSERE Ø85  L 170 MM 

ISTRUZIONI PER L’INSTALLAZIONE: 
1. Avvitare nel terreno il picchetto (1) senza 

superare il limite di interramento. 
2. Inserire il cavo (2) nel pressacavo (3) e 

nell’adattatore (4) tramite il foro laterale. 
3. Avvitare il pressacavo (3) all’adattatore (4). 
4. Introdurre il cavo (2) nel foro inferiore alla base 

(5). 
5. Inserire gli spezzoni di guaina protettiva (fornita in 

dotazione) nei due cavi conduttori (fig.A) e 
collegarli al portalampada (6). 

6. Montare il portalampada (6) serrando le viti (7). 
7. Fissare il cavo (2) mediante il bloccacavo a slitta 

(8) serrando la vite (9). 
8. Montare la base (5) sull’adattatore (4) e serrare il 

grano (10). 
9. Serrare il pressacavo (3) ed inserire l’adattatore 

completo di base nel picchetto (1).  
10. Montare la lampada (non fornita in dotazione) e il 

diffusore (11) facendolo ruotare in senso orario.  
 
 
 
 
 
 
 

 ASSEMBLY INSTRUCTIONS 
 SPIKE COMBO  
  
WARNINGS: 
∗ THE FITTING MUST BE INSTALLED BY A PROFESSIONAL INSTALLER. 
∗ THE SAFETY OF THIS PRODUCT IS GUARANTEED ONLY WITH THE APPROPRIATE USE 

 OF INSTALLATION INSTRUCTIONS WHICH MUST BE PRESERVED. 
∗ SWITCH OFF THE ELECTRICITY BEFORE MAKING ANY MAINTENANCE. 
∗ THE VERSIONS PRE-SET FOR 8W FBT LAMP CAN BE EQUIPPED WITH LAMP OF MAX. DIMENSION Ø70  L110 MM. 
∗ THE VERSIONS PRE-SET FOR 11W FBT LAMP CAN BE EQUIPPED WITH LAMP OF MAX. DIMENSION Ø70  L130 MM. 
∗ THE VERSIONS PRE-SET FOR 20W FBT LAMP CAN BE EQUIPPED WITH LAMP OF MAX. DIMENSION Ø85  L170 MM. 

INSTALLATION INSTRUCTIONS: 
1. Insert the spike into the ground (1), not beyond 

the reference notch . 
2. Insert the cable (2) into the cable gland (3), and 

into the adapter (4) through the side hole. 
3. Tighten the cable gland (3) to the adapter (4). 
4. Insert the cable (2) into the hole at the bottom of 

the base (5). 
5. Insert the pieces of protective sheath (included), 

into the two conductor cables (pict. A), and 
connect the cables to the lampholder (6). 

6. Install the lampholder (6) by tightening the   
screws (7). 

7. Fix the cable (2) through the cord-block (8), by 
tightening the screw (9). 

8. Install the base (5) into the adapter (4), and 
tighten the dowel (10). 

9. Tighten the cable gland (3) and insert the   
adapter complete with the base into the spike (1).  

10. Put the lamp (not included), and the diffuser (11) 
by turning it clock-wise.  
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